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..Clearly a Better Value
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Standard Large Compact Bench
Pan Size Scale
il
FEATURES —

150 and 300 |b capacities
Battery or AC operated (AC Adapter Include

Tilt and swivel head NEW MODF I ‘ ENKO® Qi
Check Weigh Function (Low/OK/High) - A Moy

Counting Feature (Not Legal for Trade) KK-300W
RS-232C Interface
Legal for Trade - COC #98-085

Warranty - Five Years

Three Types of Display
._“ -_? &
llm l v

arge LCD Display arge VFD Display arge VFD Display with Prin

PLATFORM SCALES



Weight capacity (kg) 30 60 150 200 300 500
Min. display (kg) 0.01* 0.01* 0.01* 0.01* 0.02* 0.05*
0.005 0.01 0.02 0.01 0.02 0.02
) - 0.002 0.005 0.01 0.005 0.01 0.01
Weight capacity (Ib) 60 150 300 150 } 300 400
Min. display (Ib) 0.02* 0.05* 0.1* 0.05* 3 0.1* 0.1*
0.01 0.02 0.05 0.02 \ 0.05 0.05
0.005 0.01 0.02 0.01 \ 0.02 0.02
Weight capacity (0z) 960 2400 4800 2400 ‘ 4800 6400
Min. display (oz) 0.5* 1* 7o 1* 2* 2*
0.2 0.5 1 0.5 1 1
0.1 0.2 0.5 0.2 0.5 0.5
No. of samples 5 (can be changed to 10, 20, 50 or 100) pieces
Max. counts 120,000 pcs 96,000 pcs 120,000 pcs 96,000 pcs 120,000 pcs 160,000 pcs
Min. unit weight 0.25g 0.625¢g 1.25¢ 0.625¢g 1.25g 1.25¢g
Repeatability 0.05 kg 0.01 kg 0.02 kg 0.01 kg 0.02 kg 0.02 kg
(Std. deviation)
Linearity error 0.01 kg 0.02 kg 0.05 kg | 002 kg 0.05 kg 0.05 kg
Sensitivity drift ~ 20ppm /C(10°C~30°C / 50 °F~86 °F)
Display 7 segment LCD display (Character height 26 mm)
Display quate 10 times per second
~ Operating temp —10 °C~407‘£/ 14 °F~104 °F, !‘E@E’lgj% RH (no condensation)
Power supply AC adapter or C size (R14P / LR14) x 4 batteries
Battery orperating Approximately 150 hours vgith alkaline dry cell batlery
Weighing pan size 40 x 50 cm 40 x 50 cm 40 x 50 cm 40 x 50 cm i 40 x 60 cm 50 x 60 cm
Dimension 50 x 60 cm 55x80cm
Weight FG-KAM: 11.2 kg / FG-KBM: 9.7 kg 16.4 kg
(approximately)
Calibration weight 30 kg / 60 b 60 kg / 1501b 150 kg / 300 b 60kg /150 1b 150 kg / 300 Ib 200 kg/400 b
_(Factory setting) | |
* Legal for Trade Setting
e Model Selection Guide
: [ A || | o
Capacity Column Pan Size Model Number
30kg / 60Ib No M FG-30KBM
sy 30kg / 60lb Yes M FG-30KAM
s sl s 60kg / 150lb No M FG-60KBM
60kg / 150lb Yes M FG-60KAM
60kg / 150lb Yes L FG-60KAL
150kg /300lb  No M FG-150KBM
: skt N Pl N 150kg / 300lb _ Yes M FG-150KAM
= o A s 150kg / 300lb  Yes L FG-150KAL
s 200kg / 400lb  Yes L FG-200KAL
118/4.6 18/46 128/5.0"
Y L
| 220/8.7" | | . |
20/8.. 300/11.8
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