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o\ Dual range technology Optional rear display Battery operation

(SW-1W) (Standard on SW-1RS)

: 4 ®
Portion Control Scale I “ENKO

The SW Series features a family of four scales Panasonic Kenko Electric Co, Lid.
designed to fit your workflow. Its simple
interface allows you to switch units easily to
los, 0z, kg, or g. The SW, SW-1RS, and SW-1W
models are legal for trade. The SW-Z features
the Ib:oz fraction and Ib:oz decimal modes.

POS Interface Model
Waterproof Model
Small Footprint

Battery or AC Power
Portion Control

Use in restaurants, specialty stores,
farmers markets, and more
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...Clearly a Better Value



SW SERIES | Portion Control Scale

SPECIFICATIONS Models
W | S | s | S The SW-1 is the original model
Model SW-10RS | SW-20RS in the SW Series line of portion
SW-57 | SW-10Z | SW-20Z | SW-507 control sca!es. Features Ib, oz,
kg, & g units. Easy to remove
0z 80x0050z | 160x0.10z | 400x020z | 800x050z footprint, The SW Series will fit
kg 3x0.0001 kg | 6x0.0002kg | 15x0.0005kg | 30x0.001 kg easily on your workspace.
Weighing [
Capacity |9 3000x01gr | 6000x02gr | 15000x03gr| 300001 gr . The SW-1RS is equipped with an
SW-Z Only (Not Legal for Trade) RS-232C Interface port and Rear
Ib:oz dec | 5bx0050z | 10Ibx010z | 20lhx020z | 50lbx 050z Display._ Use as a POS_Interface
| Ib:oz frac 5be1/‘1502 1Dbe1/802 20be1/4nz 50tbx1!202 Scale with a small fOOTDFInt'
Model SW-10w SW-20w SW-50W The SW-1W is protected from
4101b 10/201b 2550 b water, dirt and other external
b : : .
SGROE P — agents (IP 66). Ayatlaole in 10, 20,
and 50 |b capacities.
80/160 200/400 320/800
Weighing * 0.05/0.1 0:1/02 02/05 The SW-1Z features Ib:oz
Capacity 2565 kg 510kg 1020kg displayed as fractions or decimals.
ki
: 0.001/0.002 0.002/0.005 0.005/0.01 Not Legal for Trade.
2500/5000 5,000/10,000 g 10,000/20,000 g
4 :
1" 5 510 Options
Display Digit 5 Digit LCD (1 Inch) Rear Display _
Display Designators Stable, Zero, Net, Batt Full Body Protective Cover
Keys Zero, Tare, Unit, Power Large Platter
Measurement Type Load Cell
Power Source DC 9V (6 - "D" Size Batteries) / AC Adapter Included

Display Modes

Power Consumption 025W

Operating Time Alkaline Dry Battery: 1000 hr/ Mn Battery: 500 hr
Operating Temp -10°C ~ 40°C / 14°F ~ 104°F
SW-11S1Z | 9(W)x7.5(D)/230 (W) x 190 (D)
ELT”‘;;]S”E SWW | 975 (W) x7.75 (D) / 248 (W) x 197 (D)
i
LgPlatter | 14 (W)x 12 (D) x 2 (H) / 356 (W) x 305 (D) x 51 (H)
10.2 (W) x 11.3 (D) x 5.4 (H)
SW-1181Z
Dimensions 260 (W) x 287 (D) x 137 (H)
(inch/mm) 11 (W) x 125 (D) x5 (H)
SW-IW
279 (W) x 318 (D) x 127 (H)
Praduct Weight SW-1/18/1Z:6.91bs /3.1 kg | SW-1W: 7.3 Ibs /3.3 kg

Panasonic
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Panasonic Kenko Electric Co, Ltd
36 Sisenju, Okio, Osaka 234-23354 Japan
Tel. 81-32-565434667

Specifications subject to change without notice
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